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AP A
R secTion counTy | SEHAL S
332| (24BR-1)BR CLARK 50 1
STA. 589+00.00 TO STA. 601+00.00
Bidirectiona. 127 TRAFFIC CONTROL DETAIL FOR 2 <5 CONTRACT NO. 70218
sfeady burning mine 197
Type A light STRUCTURE NO. 012-0071 (012-0016)
T 1=40°
Fasten to bridge rail, N >/‘\7¢ STAGE 1l
parapetf, or temporary < 5
concrete barrier o - Q7107207307407 80’ 120’
Existing or temporary "
pavement marking and c Lightweight wood
white blidirectional £ or metal post placed
Temporary pavement N at 50’ centers.
marker placed at %
(Suggested mounting detail 50" centers, stop bar
to stop bar.
PROPOSED STRUCTURE NO. 012-0071
P.P.C. I-BEAM BRIDGE
INTEGRAL ABUTMENTS
PAVEMENT MARKERS AND VERTICAL PANELS 3 _SPANS
STATION 595+60.10
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SYMBOLS
200 Ib. [ 74 Work area 5 -
Si v L
400 b, b Slan Type C Crystal o Ies
. ( ) & Drum with steady burning light E:‘ro\llgr)ed reflector 5 EU
u 400 Ib. IPe Sy o+
2)0 O <« Traffic signal .I P
o O 700 lo. Q Double vertical pane! TOP VIEW
o 1400 Ib. Type C Bidirectional reflector ‘
EOIOLS e 0 Tv
f—O@ 1400 b, — — Temporary concrete barrier Temporary concrete
1 . barrier or bridge
6”_” 5 Scmd module impact attenuator parapet wail.
e Steady burning lights and double
POSTED SPEED vertical panels
h_OR R
40 moh OR WORE g inuetion toos Gerector BARRIER WALL REFLECTORS
NOTE: WHERE SHOULDERS OF SUFFICIENT WIDTH ARE NOT AVAILABLE
NXNX]  BASE COURSE ( OPTION) NOTE: TRAFFIC DETAILS NOT SHOWN ARE TO FOR ACCESS TO THE STRUCTURE, THE CONTRACTOR SHALL PROVIDE
i CONFORM TO STANDARD T701321-08. TEMPORARY SHOULDER WIDENING AS DEEMED NECESSARY. THIS
[ WORK AREA WORK WILL BE CONSIDERED INCIDENTAL TO THE CONTRACT AND
NO ADDITIONAL COMPENSATION WILL BE ALLOWED.
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